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Glass Fiber Cable Assemblies

 

Patchcords, Pigtails, Hybrids & Custom Assemblies

 

Fiber Sizes:

 

Singlemode
Multimode:50/125, 62.5/125, 100/140, 200/230, 400/430, 500/530,

550/570, 600/630, 1000/1035 µm

 

Polish Styles :

 

Standard, Super, Ultra & Angle

 

Connector Types:

 

Simple & Duplex

 

Connectors & Cable Assemblies

 

SMA 905 DIN 47256

SMA 906 D-4

Biconic

FC, FC/PC

HMS-10/HP

FDDIDiamond

SC

ST
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Plastic Fiber Cable Custom Assemblies

 

Patchcords, Pigtails & Assemblies

 

Fiber Sizes :

 

980/1000 µm
Simplex and Duplex

 

Polish Styles :

 

Standard

 

Connector Types:

 

SMA, ST, FC, EIAJ Digital Audio, JIS Industrial

SMA 905

ST

EIAJ Digital Audio

SMA 906

FC

JIS Industrial
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Cable Assembly Ordering Information

 

Multimode Terminated Connector

 

Code Description

 

AG HFS-3/RG/125
AH HFS-3/RG/140
AN HFS-13/A/125
AP HFS-25/A/125
AQ HFS-25/A/140
AD E-2116.6
EW BICONIC, 125
EX BICONIC, 140
GB SMA 905, Ceramic, 125
GA SMA 905, Ceramic, 140
GD SMA 906, Ceramic, 125
GC SMA 906, Ceramic, 140
GT SMA 905, SS, 125
GU SMA 905, SS, 140
GF SMA 906, SS, 125
GE SMA 906, SS, 140
EU ST Ceramic, 125
EV ST Ceramic, 140
ES FC/PC Ceramic, 125
ET FC/PC Ceramic, 140
EG D4 Ceramic, 125
HR FDDI Ceramic, 125
CW SC Ceramic, 125

 

Singlemode Terminated Connectors

 

Code Description

 

BV HMS-O/RG/125
BO HMS-10/A/125
BQ HMS-10/RG/HP/125
BR HPC-10/OS/125
BT D-2106/RG/125 DIN 47256
BE D-4106.1 DIN 47256
BH D-4108.6/APC DIN 47256
BM E-2106.6
BP E-2108.6/APC
FA BICONIC, 125
FR FC/PC, Zirc Ceramic, TP housing
FP D4 Ceramic
DV FC/PC, Zirc Ceramic, metal housing
DW SC Zirc Ceramic
DX ST Zirc Ceramic

 

Fiber/Cable

 

AA Singlemode, 8.3/125, jacketed cable
AB Singlemode, 8.3/125, buffered fiber
AC 50/125, jacketed cable
AD 50/125, buffered fiber
AE 62.5/125 jacketed cable
AF 62.5/125, buffered fiber
AI 100/140, jacketed cable
AJ 100/140, buffered fiber
AM 50/125, duplex, zipcord cable
AN 62.5/125, duplex, zipcord cable
AO 100/140, duplex, zipcord cable

 

X XX XX-XX XXXX

 

General Description

 

S-Simplex Singlemode
M-Simplex Multimode
T-Duplex Singlemode
N-Duplex Multimode

 

Connector Code 

 

SIDE #2 (see code)

 

Fiber/Cable Code

 

(see code)

 

Types of Polish (Return Loss)

 

“-” denotes standard
“X” denotes Super (< - 40 dB)
“:” denotes Ultra (< - 50 dB)
“Z” denotes Angle (< - 60)

 

Connector Code

 

SIDE #1 (see code)

 

Length of Cable (in meters)

 

Examples:
0001 = 1 meter, 02.5 = 2.5 meters
0100 = 100 meters, 00.5 = 0.5 meter

 

Hybrid Assemblies:

 

 If two different connectors are specified, Connector #1 shall be the connector whose Connector Code is first alphabetically.

 

Pigtails:

 

  If one end of the assembly is to be un-connectorized, then Connector #2 shall be designated “0”.

 

Customer Supplied Materials:

 

 If the customer supplies any materials to be included in an assembly, (i.e. laser pigtails, connectorized pigtails, fiber, etc.),
the Connector or Fiber/Cable Code shall be designated “CS”.

Please inquire about any connector or fiber/cable not listed.  Technical assistance will be provided in designing any custom fiber optic cable assembly,
including military and aerospace applications.

 

This 12-digit part number describes our 
standard and hybrid assembly:
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